CONTRACT NO.

0.5 cu.yd. (0.4 m?®) GRAVEL DRAIN

CONC. PAD AND THRUST BLOCK
10 (250) MIN. THICKNESS

PLOT DATE

FILE NAME

PLOT SCALE = 50.0008 ‘ / IN.
USER NAME = bauerdl
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SEQUENCE OF CONSTRUCTION:

CLOSE EXISTING VALVE.

REMOVE EXISTING HYDRANT.

INSTALL HYDRANT EXTENSION AND NEW VALVE.
RELOCATE EXISTING HYDRANT.

OPEN EXISTING VALVE, REMOVE BOX.
BACKFILL.

FLUSH AND TEST FOR CHLORIDE RESIDUAL
AND PROVIDE TEST.
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ALL WORK TO BE DONE IN ACCORDANCE WITH ARTICLE
564 OF THE STANDARD SPECIFICATIONS. NEW VALVE
AND BOX SHALL BE SAME MAKE AND MODEL AS EXISTING.

FIRE HYDRANT TO BE MOVED

EXISTING WATER MAIN

/é;é%i;«jz;C, BLOCK 8 (200) EXISTING AUXILIARY VALVE

Fh TOTAL | SHEET
RIE. SECTION COUNTY SHEETS| NO.

579 534

STA. TO STA.
FEB. ROAD DIST. NO. !lLLlNOlSlFED. AID PROJECT

ALL DIMENSIONS ARE IN INCHES (MILLIMETERS) UNLESS
OTHERWISE SHOWN.

REVISIONS

NAME

SCALE:

ILLINOIS DEPARTMENT OF TRANSPORTATION

FIRE HYDRANT
TO BE MOVED

VERT. \one

HORIZ. DRAWN BY

CHECKED BY

BD500-03 (BD-36)




